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Corrections

Page 8-Paragraph 143, lines 14-17; read:

fog signals, and electronic aids.


(NOS/04)

Page 256-Paragraph 268, line 7 through Paragraph 269, line 7; read:

In March 2001, the channel had a controlling depth of 5.3 feet.

     A marked dredged channel in Mill Cove leads to an anchorage basin about 0.7 mile above the breakwaters. In March 2001, the channel had a controlling depth of 11.3 feet to the dock off of Cedar Tree Point, thence 6.6 feet to the head of the project except for gradual shoaling to bare in the north half of the channel between Cornelius Island and Point Wharf. The anchorage ...


(CL 295/04; BPs 182792-93)

Page 263-Paragraph 40, read:

     In November 2003, the controlling depths were 7.6 feet in the left half and right inside quarter with shoaling to bare in the right outside quarter from Block Island Sound to the pond. Local knowledge is advised before entering.


(CL 238/04; BP 182689)

Page 305-Paragraph 207, lines 7-10; read:

buoys to the anchorage basin at Clinton. In May 2003, the controlling depths were 6.4 feet in the west half and 3.8 feet in the east half of the entrance channel to Buoy 11; thence in May 2002, 7.2 feet in the northeast half of the ...


(CL 1777/03; BPs 182161-62)


Page 338-Paragraph 200, lines 1-7; read:

     In July 2003, the controlling depths in the dredged channels were 10 feet in the entrance channel to the junction with the branch channels, thence 9.4 feet for a mid-width of 75 feet in the channel leading northward to the east basin, thence 9 to 10 feet in the smaller anchorage at the southwest side of the basin with 5 to 6 feet in the larger basin ...


(CL 248/04; BPs 182703-09)

Page 363-Paragraph 70, lines 6-8; read:

navigation about 1 mile above the mouth. In June 2003, the midchannel controlling depth was 3.5 feet in the entrance channel to the harbor area, about 0.3 mile above the west breakwater light, thence 5 feet in the channel through the harbor to the head of navigation. The channel is ...


(CL 183/04; BPs 182604-07)

Page 393-Paragraph 242, lines 6-9; read:

above the mouth. In September 2003, the midchannel controlling depth was 9.6 feet to the turn in the channel at 40°26'02"N., 74°04'47"W., thence 3.5 feet to the head of the project.


(CL 175/04; BPs 182597-99)

