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Corrections

Page 122-Paragraph 1846, line 3 through Page 123-Paragraph 1849; read:

directions issued to the master’s vessel by the Captain of the Port.

§165.502 Safety and Security Zone; Cove Point Liquefied Natural Gas Terminal, Chesapeake Bay, Maryland.
     (a) Location. The following area is a safety and security zone: All waters of the Chesapeake Bay, from surface to bottom, encompassed by lines connecting the following points, beginning at

     38°24'27"N., 76°23'42"W., thence to 

     38°24'44"N., 76°23'11"W., thence to 

     38°23'55"N., 76°22'27"W., thence to 

     38°23'37"N., 76°22'58"W., thence to beginning at        38°24'27"N., 76°23'42"W. These coordinates are based upon North American Datum (NAD) 1983. This area is 500 yards in all directions from the Cove Point LNG terminal structure.

     (b) Regulations. (1) In accordance with the general regulations in §§165.23 and 165.33 of this part, entry into or movement within this zone is prohibited unless authorized by the Coast Guard Captain of the Port, Baltimore, Maryland or his designated representative. Designated representatives include any Coast Guard commissioned, warrant, or petty officer.

     (2) Persons desiring to transit the area of the zone may contact the Captain of the Port at telephone number (410) 576-2693 or via VHF Marine Band Radio Channel 16 (156.8 MHz) to seek permission to transit the area. If permission is granted, all persons and vessels must comply with the instructions of the Captain of the Port or his designated representative.

     (c) Enforcement. The U.S. Coast Guard may be assisted in the patrol and enforcement of the zone by Federal, State, local, and private agencies.


(CL 22/04; FR 12/30/03)

Page 125-Paragraph 1925, line 5; read:

effect.

§165.552 Security Zone; Oyster Creek Generation Station, Forked River, Ocean County, New Jersey.
     (a) Location. The following area is a security zone: Starting at the south branch of the Forked River in the vicinity of the Oyster Creek Generation Station, bounded by a line beginning at

     39°49'12.0"N., 074°12'13.0"W.; thence to

     39°48'39.7"N., 074°12'0"W.; along the shoreline, thence to 

     39°48'40.0"N., 074°12'0.3"W.; thence to

     39°49'11.8"N., 074°12'10.5"W.; thence back along the shoreline to the beginning point. All coordinates reference Datum: NAD 1983.

     (b) Regulations. (1) All persons are required to comply with the general regulations governing security zones in §165.33 of this part.

     (2) No person or vessel may enter or navigate within this security zone unless authorized to do so by the Coast Guard or designated representative. Any person or vessel authorized to enter the security zones must operate in strict conformance with any directions given by the Coast Guard or designated representative and leave the security zone immediately if the Coast Guard or designated representative so orders.

      (3) The Coast Guard or designated representative enforcing this section can be contacted on VHF Marine Band Radio, channels 13 and 16. The Captain of the Port can be contacted at (215) 271-4807.

     (4) The Captain of the Port will notify the public of any changes in the status of this security zone by Marine Safety Radio Broadcast on VHF-FM marine band radio, channel 22 (157.1 MHz).

     (c) Definitions. For the purposes of this section, Captain of the Port means the Commanding Officer of the Coast Guard Marine Safety Office/Group Philadelphia, or any Coast Guard commissioned, warrant, or petty officer who has been authorized by the Captain of the Port to act as a designated representative on his behalf.

§165.553 Security Zone; Salem and Hope Creek Generation Stations, Delaware River, Salem County, New Jersey.
     (a) Location. The following area is a security zone: the waters of the Delaware River in the vicinity of the Salem and Hope Creek Generation Stations bounded by a line drawn from a point located at 

     39°28'08.0"N., 075°32'31.7"W. to 

     39°28'06.5"N., 075°32'47.4"W., thence to 

     39°27'28.4"N., 075°32'15.8"W., thence to

     39°27'28.8"N., 075°31'56.6"W., thence to

     39°27'39.9"N., 075°31.51.6"W., thence along the shoreline to the point of 

     39°28'08.0"N., 075°32'31.7"W. All coordinates reference Datum: NAD 1983.

     (b) Regulations. (1) All persons are required to comply with the general regulations governing security zones in §165.33 of this part.

     (2) No person or vessel may enter or navigate within this security zone unless authorized to do so by the Coast Guard or designated representative. Any person or vessel authorized to enter the security zones must operate in strict conformance with any directions given by the Coast Guard or designated representative and leave the security zone immediately if the Coast Guard or designated representative so orders.

     (3) The Coast Guard or designated representative enforcing this section can be contacted on VHF Marine Band Radio, channels 13 and 16. The Captain of the Port can be contacted at (215) 271-4807.

     (4) The Captain of the Port will notify the public of any changes in the status of this security zone by Marine Safety Radio Broadcast on VHF-FM marine band radio, channel 22 (157.1 MHz).

     (c) Definitions. For the purposes of this section, Captain of the Port means the Commanding Officer of the Coast Guard Marine Safety Office/Group Philadelphia, or any Coast Guard commissioned, warrant, or petty officer who has been authorized by the Captain of the Port to act as a designated representative on his behalf.


(FR 02/04/04; CL 136/04)

Page 184-Paragraph 73, lines 3-4; read:

whose lights are inshore of the submerged ends. A 327° lighted range ...


(LL/04; 41/00 CG5)

Page 195-Pararaph 77, lines 11-12; read:

miles above the mouth. Overhead power cables, about 0.6 mile above the mouth, have a least clearance of 50 feet.


(CL 1856/03)

Page 205-Paragraph 64, line 6; read:

to 4 feet on either side. The channel is seldom used, and ...


(NOS 12214)

Page 205-Paragraph 66, line 4; read:

Henlopen and has a depth of 15 feet just inside its outermost ...


(NOS 12214)

Page 205-Paragraph 67, line 2; read:

has a least charted depth of 19 feet; a lighted gong buoy ...


(NOS 12214)

Page 207-Paragraph 79, lines 16-20; read:

Harbor of Refuge Light. A wreck, covered 56 feet, is about 1 mile north of Delaware Traffic Lane Lighted Buoy DC. The usable part of the precautionary area has depths of 31 to over 100 feet. Several wrecks and obstructions, covered 46 to 61 feet, are about 1 to 1.7 miles east and ...


(NOS 12214)

Page 247-Paragraph 47, line 8; read:

clearance of 28 feet.


(NOS 12214)

Page 261-Paragraph 93, line 3; read:

southwestward; depths on the bar are 2 to 6 feet. The bar is ...


(NOS 12245)

Page 274-Paragraph 43, lines 4-6; read:

Menchville. In October 2003, the controlling depth was 7.2 feet (8.0 feet at midchannel) from the channel entrance to the turning basin with 6.3 feet in the basin.


(CL 20/04)

Page 371-Paragraph 228, line 9; read:

and Port Deposit have minimum clearance of 85 feet.


(NOS 12274; CL 933/00)






